
I N T E R I O R / E X T E R I O R  WAT E R B A S E D 

Emerald
 ®

 Urethane 
Trim Enamel

DURABLE F INISH.
BEST-IN-CLASS PERFORMANCE.



OUTSTANDING DURABILITY,  
SMOOTH FINISH AND EASY APPLICATION.

EMERALD IS  BROUGHT TO YOU BY 
A NAME YOU KNOW AND TRUST.

Emerald® Interior/Exterior Waterbased 
Urethane Trim Enamel for doors, trim 
and cabinets is the latest technological 
breakthrough from Sherwin-Williams. It 
delivers the smooth, uniform finish of an 
oil-based enamel with the convenience 
of a waterbased formula. For exterior 

For 150 years, Sherwin-Williams has provided contractors, 
builders, property managers, architects and designers with 
the trusted products they need to build their business and 
satisfy customers. Emerald Urethane Trim Enamel is just  
one more way we bring you industry-leading paint 
technology — innovation you can pass on to your customers. 

Plus with more than 4,100 stores and 2,400 sales 
representatives across North America, personal service 
and expert advice is always available near jobsites. Find out 
more about Emerald Urethane Trim Enamel at your nearest  
Sherwin-Williams store or to have a sales representative 
contact you, call 800-524-5979.
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applications, this exceptional all-around 
performer delivers durability, gloss and 
color retention, while resisting yellowing. 
For interior applications, it delivers 
excellent hardness, adhesion and a silky-
smooth uniform finish.

EMERALD URETHANE TRIM ENAMEL 
KEY BENEFITS

• Interior/exterior waterbased urethane modified alkyd with  
the look and feel of an alkyd/oil finish.

• Resists yellowing and has excellent blocking resistance,  
allowing surfaces to maintain a tough, durable finish.

• Outstanding flow and leveling for a smooth, uniform finish. • Excellent color and gloss retention for exterior applications.

• Available in a range of Sherwin-Williams colors and custom tints 
in satin, semi-gloss and gloss sheens.

• Meets the most stringent VOC regulations with < 50g/L.


