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Commercial Facility Interior Paint Schedule

Specifier Notes — Topcoats:

a.  ProMar 200 Zero VOC Interior Latex — A durable, professional quality zero VOC vinyl acrylic topcoat available in a flat, 
low sheen, eg-shel, and semi-gloss line of finishes.

b.  Pro Industrial Pre-Catalyzed Water-Based Epoxy — A single component, low VOC, waterborne acrylic epoxy that offers 
the durability and resistance to stains and cleaning solvents usually characteristic of two-component waterbased epoxies. 
Available in an eg-shel and semi-gloss finish.

c.  Pro Industrial Zero VOC Water-Based Epoxy — A revolutionary two-component, zero VOC water-based epoxy formulated 
to provide excellent corrosion resistance, chemical resistance, abrasion resistance, and moisture resistance. Available in an 
eg-shel and gloss finish.

d.  Pro Industrial Zero VOC Acrylic — A single component, light industrial, 100% acrylic coating that flows and levels to a silky 
smooth finish. Available in a satin, semi-gloss, and gloss line of finishes.

e.  Pro Industrial Multi-Surface Acrylic — An interior and exterior waterborne acrylic for use on marginally prepared metal or 
masonry surfaces. Fast drying, easy application with dryfall properties. Available in an eg-shel and gloss finish.

f.  Low VOC Acrylic Dryfall — A low VOC dryfall for use on exposed ceilings and overhead surfaces in commercial, 
warehouse and manufacturing facilities. Available in a flat, eg-shel, and semi-gloss line of finishes.

Recommended Finishes:

Ceilings and Soffits: Flat, Eg-Shel or Semi-Gloss Finish  
Walls: Eg-Shel or Semi-Gloss Finish  
Trim: Semi-Gloss Finish (unless otherwise noted)

Miscellaneous Notes:

a. For previously painted substrates, the primer can usually be eliminated.  
When loose or peeling paint is evident or the surfaces to be painted are glossy, contact your Sherwin-Williams 
representative for surface preparation and finishing instructions.

b. This schedule is not inclusive of all Sherwin-Williams products; other products and finishes are available.
c. All products listed meet LEED-09 Commercial Interiors, LEED-09 New Construction, LEED-09 Core & Shell, LEED-09 

Healthcare, CAL Green, SCAQMD, IGCC, and NGBS unless otherwise noted.
d. For questions and assistance, contact your Sherwin-Williams representative or call 800-321-8194.

Recommended Finishes:
Ceilings and Soffits: Flat, Eg-Shel or Semi-Gloss Finish
Walls: Eg-Shel or Semi-Gloss Finish
Trim: Semi-Gloss Finish (unless otherwise noted)

Miscellaneous Notes:

a. For previously painted substrates (when clean, dry and dull), the primer can often be eliminated and then
finished with 1 or 2 coats. When loose or peeling paint is evident or surfaces have a gloss finish, contact your
Sherwin-Williams Architectural Account Executive for specific preparation and finishing instructions.

b. This schedule is not inclusive of all SW products; other products and finishes are available.
c. All products listed meet LEED-09 New Construction, LEED-09 Healthcare and SCAQMD requirements, unless

otherwise noted.
d. For questions and assistance (including MPI standards ), please contact your local Architectural Account Executive.
e. Some colors may not be zero VOC after tinting with conventional colorants. Refer to the current MSDS/EDS for

exact VOCs. VOCs may vary by base.

Guest Room:

Gypsum Board — Walls
Eg-Shel Finish — Low Odor Zero VOC System

Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
Or Harmony Interior Latex Primer, B11W500 — Odor Eliminating Technology, 0 g/L VOC

1st coat: ProMar 200 Zero VOC Interior Latex Eg-Shel, B20W2650 series, 0 g/L VOC
Or Harmony Interior Latex Eg-Shel, B9W551 — Odor Eliminating Technology, 0 g/L VOC

2nd coat: ProMar 200 Zero VOC Interior Latex Eg-Shel, B20W2650 series, 0 g/L VOC
Or Harmony Interior Latex Eg-Shel, B9W551 — Odor Eliminating Technology, 0 g/L VOC

Semi-Gloss Finish: Low Odor Zero VOC System

Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
Or Harmony Interior Latex Primer, B11W500 — Odor Eliminating Technology, 0 g/L VOC

1st coat: ProMar 200 Zero VOC Interior Latex Semi-Gloss, B31W2651 series, 0 g/L VOC
Or Harmony Interior Latex Semi-Gloss, B10W551 — Odor Eliminating Technology, 0 g/L VOC

2nd coat: ProMar 200 Zero VOC Interior Latex Semi-Gloss, B31W2651 series, 0 g/L VOC
Or Harmony Interior Latex Semi-Gloss, B10W551 — Odor Eliminating Technology, 0 g/L VOC

Gypsum Board — Ceiling
Flat Finish — Low Odor Zero VOC System

Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
Or Harmony Interior Latex Primer, B11W500 — Odor Eliminating Technology, 0 g/L VOC

1st coat: ProMar 200 Zero VOC Flat, B30W2650 series, 0 g/L VOC
Or Harmony Interior Latex Flat, B5W551 series — Odor Eliminating Technology, 0 g/L VOC

2nd coat: ProMar 200 Zero VOC Flat, B30W2650 series, 0 g/L VOC
Or Harmony Interior Latex Flat, B5W551 series — Odor Eliminating Technology, 0 g/L VOC
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Lobby/Common Area:

Masonry and Concrete – Ceilings and Soffits
Flat Finish — Low Odor Zero VOC Topcoat 
Primer: Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat: ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
         
Eg-Shel Finish — Low Odor Zero VOC Topcoat
Primer: Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat: ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
          
Semi-Gloss Finish — Low Odor Zero VOC Topcoat
Primer: Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat: ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC

CMU — Concrete Masonry Units 
Eg-Shel Finish — Low Odor Zero VOC Topcoat
Filler: PrepRite Block Filler, B25W25, <50 g/L VOC
1st coat: ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
    
Semi-Gloss Finish — Low Odor Zero VOC Topcoat
Primer: PrepRite Block Filler, B25W25, <50 g/L VOC             
1st coat: ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC

Eg-Shel Finish — Water-Based Epoxy System
Primer: Loxon Block Surfacer, A24W200, <100 g/L VOC
1st coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC

*Does not meet SCAQMD
2nd coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC

*Does not meet SCAQMD

Semi-Gloss Finish — Water-Based Epoxy System
Primer: Loxon Block Surfacer, A24W200, <100 g/L VOC
1st coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD 
2nd coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
                *Does not meet SCAQMD 
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Lobby/Common Area (Cont.):

Gypsum Board — Ceilings and Soffits
Flat Finish — Low Odor Zero VOC System
Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC

Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat: ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
          
Eg-Shel Finish — Low Odor Zero VOC System
Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600 0 g/L VOC

Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat: ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
   
Semi-Gloss Finish — Low Odor Zero VOC System
Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
  Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC 
1st coat: ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
       
Gypsum Board — Walls
Eg-Shel Finish — Low Odor Zero VOC System
Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600 0 g/L VOC

Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat: ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
         
Semi-Gloss Finish — Low Odor Zero VOC System
Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
  Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC 
1st coat: ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC

Eg-Shel Finish — Water-Based Epoxy System
Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
1st coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC

*Does not meet SCAQMD
 2nd coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC

*Does not meet SCAQMD

Semi-Gloss Finish — Water-Based Epoxy System
Primer: ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
1st coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
              *Does not meet SCAQMD 
2nd coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
              *Does not meet SCAQMD 
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Lobby/Common Area (Cont.):

Wood — Painted Doors, Frames, Trim and Chair Rails    
Semi-Gloss Finish — Low Odor Zero VOC Topcoat
Primer: Premium Wall and Wood Primer, B28W8111, <50 g/L VOC
1st coat: Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD 
2nd coat: Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD 

 
Wood — Stained Doors, Frames, Trim and Chair Rails      
Stained Finish
Stain: Minwax 250 Interior Stain, <250 g/L VOC
2nd coat: Minwax Water-Based Polyurethane Varnish, Satin or Gloss, <275 g/L VOC 
3rd coat: Minwax Water-Based Polyurethane Varnish, Satin or Gloss, <275 g/L VOC  

Ferrous Metal — Doors, Frames and Miscellaneous Metals
Semi-Gloss Finish
Primer: Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat: Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD 
2nd coat: Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD 

Ferrous Metal — High Performance System for Handrails
Eg-Shel or Gloss Finish
Primer: Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat: Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel B73-360 series or Gloss, B73-300 series, 0 g/L VOC   
2nd coat: Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel B73-360 series or Gloss, B73-300 series, 0 g/L VOC      
   
Non-Ferrous Metal — Galvanized Metal Surfaces
Semi-Gloss Finish
Primer: Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat: Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
              *Does not meet SCAQMD
2nd coat: Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD
                                                                                             
Non-Ferrous Metal — High Performance System for Handrails
Eg-Shel or Gloss Finish
Primer: Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat: Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC       
2nd coat: Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC         
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Restaurant/Restroom/Corridor:

Masonry and Concrete — Ceilings and Soffits  
Flat Finish — Low Odor Zero VOC Topcoat
Primer: Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat: ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat: ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC

Eg-Shel Finish — Low Odor Zero VOC Topcoat
Primer: Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat:  ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
         
Semi-Gloss Finish — Low Odor Zero VOC Topcoat
Primer:  Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat:  ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC        

CMU — Water-Based Epoxy
Eg-Shel Finish             
Filler:  Loxon Block Surfacer, A24W200 <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC

*Does not meet SCAQMD
2nd coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC

*Does not meet SCAQMD

Semi-Gloss Finish             
Filler:  Loxon Block Surfacer, A24W200 <100 g/L VOC
1st coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series,<150 g/L VOC

*Does not meet SCAQMD  
2nd coat:    *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series,<150 g/L VOC

*Does not meet SCAQMD                                                                           
                
Gloss Finish             
Filler:  Loxon Block Surfacer, A24W200 <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Gloss, B73-300 series, 0 g/L VOC
2nd coat:  Pro Industrial Zero VOC Water-Based Epoxy Gloss, B73-300 series, 0 g/L VOC
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Restaurant/Restroom/Corridor (Cont.):

Gypsum Board — Ceilings and Soffits
Flat Finish — Low Odor Zero VOC System
Primer:  ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC

Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat:  ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
        
Eg-Shel Finish — Low Odor Zero VOC System
Primer:  ProMar 200 Zero VOC Interior Latex Primer, B28W2600 0 g/L VOC

Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat:  ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
          
Semi-Gloss Finish — Low Odor Zero VOC System
Primer:  ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
  Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC  
1st coat:  ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC

Gypsum Board — Walls (Water-Based Epoxy)
Eg-Shel Finish
Primer:  ProMar 200 Zero VOC Primer, B28W2600, 0 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-300 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC
                 *Does not meet SCAQMD
2nd coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-300 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC
                 *Does not meet SCAQMD

Semi-Gloss Finish             
Primer:  ProMar 200 Zero VOC Primer, B28W2600, 0 g/L VOC
1st coat: *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC

*Does not meet SCAQMD
2nd coat:  *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC

 *Does not meet SCAQMD

Gloss Finish             
Primer:  ProMar 200 Zero VOC Primer, B28W2600, 0 g/L VOC
1st coat: Pro Industrial Zero VOC Water-Based Epoxy Gloss, B73-300 series, 0 g/L VOC
2nd coat: Pro Industrial Zero VOC Water-Based Epoxy Gloss, B73-300 series, 0 g/L VOC 
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Restaurant/Restroom/Corridor (Cont.):

Ferrous Metal — Doors, Frames and Miscellaneous Metals
Semi-Gloss Finish
Primer: Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD
2nd coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD 

Ferrous Metal — High Performance System for Handrails
Eg-Shel or Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC 
2nd coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC       
          
Non-Ferrous Metal — Galvanized Metal Surfaces
Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat: Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC

*Does not meet SCAQMD
2nd coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC

*Does not meet SCAQMD

Non-Ferrous Metal — High Performance System for Handrails
Eg-Shel or Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC
2nd coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC

Cubicle/Office/Conference Room/Break Room:

Gypsum Board — Ceilings and Soffits
Flat Finish — Low Odor Zero VOC System
Primer:  ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC

Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat:  ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Flat, B30-2600 series, 0 g/L VOC 

Or Harmony Interior Latex Flat, B5-551 series – Odor Eliminating Technology, 0 g/L VOC
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Cubicle/Office/Conference Room/Break Room:

Eg-Shel Finish — Low Odor Zero VOC System
Primer:  ProMar 200 Zero VOC Interior Latex Primer, B28W2600 0 g/L VOC

Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat:  ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
   
Semi-Gloss Finish — Low Odor Zero VOC System
Primer:  ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
  Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC 
1st coat:  ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
       
Gypsum Board — Walls
Eg-Shel Finish — Low Odor Zero VOC System
Primer:  ProMar 200 Zero VOC Interior Latex Primer, B28W2600 0 g/L VOC

Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat:  ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Eg-Shel B26-2600 series, 0 g/L VOC

Or Harmony Interior Latex Eg-Shel, B9-551 series – Odor Eliminating Technology, 0 g/L VOC
         
Semi-Gloss Finish — Low Odor Zero VOC System
Primer:  ProMar 200 Zero VOC Interior Latex Primer, B28W2600, 0 g/L VOC
  Or Harmony Interior Latex Primer, B11W500 – Odor Eliminating Technology, 0 g/L VOC
1st coat:  ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC
2nd coat:  ProMar 200 Zero VOC Semi-Gloss B31-2600 series, 0 g/L VOC

Or Harmony Interior Latex Semi-Gloss, B10-551 series – Odor Eliminating Technology, 0 g/L VOC

Ferrous Metal — Doors, Frames and Miscellaneous Metals
Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD
2nd coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD

Ferrous Metal — High Performance System for Handrails
Eg-Shel or Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC
2nd coat:   Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC     



Cubicle/Office/Conference Room/Break Room (Cont.):

Non-Ferrous Metal — Galvanized Metal Surfaces
Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD
2nd coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
          Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC
               *Does not meet SCAQMD

Non-Ferrous Metal — High Performance System for Handrails
Eg-Shel or Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC
2nd coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC 

Warehouse/Distribution:                                                                                                                                                                  

CMU — Concrete Masonry Units
Eg-Shel Finish — Low Odor Topcoat
Primer:  Loxon Block Surfacer, A24W200, <100 g/L VOC
1st coat:  ProMar 200 Zero VOC Interior Eg-Shel, B20-2600 series, 0 g/L VOC 

Or *Pro Industrial Multi-Surface Acrylic Eg-Shel, B66-560 series, <150 g/L VOC
*Does not meet SCAQMD

2nd coat:  ProMar 200 Zero VOC Interior Eg-Shel, B20-2600 series, 0 g/L VOC 
Or *Pro Industrial Multi-Surface Acrylic Eg-Shel, B66-560 series, <150 g/L VOC
*Does not meet SCAQMD

Masonry and Concrete
Eg-Shel Finish — Low Odor Topcoat
Primer:  Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat:  ProMar 200 Zero VOC Interior Eg-Shel, B20-2600 series, 0 g/L VOC

Or *Pro Industrial Multi-Surface Acrylic Eg-Shel, B66-560 series, <150 g/L VOC
*Does not meet SCAQMD

2nd coat:  ProMar 200 Zero VOC Interior Eg-Shel, B20-2600 series, 0 g/L VOC
Or *Pro Industrial Multi-Surface Acrylic Eg-Shel, B66-560 series, <150 g/L VOC
*Does not meet SCAQMD

Ferrous Decking — Including Bar Joists
Flat, Eg-Shel, or Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Low VOC Waterborne Acrylic Dryfall, Flat B42W81, Eg-Shel B42W82, Semi-Gloss, B42W83,

All sheens <50 g/L VOC   
Or *Pro Industrial Multi-Surface Acrylic Eg-Shel, B66-560 series, <150 g/L VOC
*Does not meet SCAQMD

2nd coat:  Low VOC Waterborne Acrylic Dryfall, Flat B42W81, Eg-Shel B42W82, Semi-Gloss, B42W83, 
All sheens <50 g/L VOC   
Or *Pro Industrial Multi-Surface Acrylic Eg-Shel, B66-560 series, <150 g/L VOC
*Does not meet SCAQMD
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Warehouse/Distribution (Cont.):                                                                                                                                                                  

Galvanized Metal Decking
Flat, Eg-Shel, or Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Low VOC Waterborne Acrylic Dryfall, Flat B42W81, Eg-Shel B42W82, Semi-Gloss, B42W83, 

All sheens <50 g/L VOC
Or *Pro Industrial Multi-Surface Acrylic Eg-Shel, B66-560 series, <150 g/L VOC
*Does not meet SCAQMD

2nd coat:  Low VOC Waterborne Acrylic Dryfall, Flat B42W81, Eg-Shel B42W82, Semi-Gloss, B42W83, 
All sheens <50 g/L VOC
Or *Pro Industrial Multi-Surface Acrylic Eg-Shel, B66-560 series, <150 g/L VOC
*Does not meet SCAQMD

Ferrous Metal — Doors, Frames, and Miscellaneous Metals
Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
2nd coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC

Ferrous Metal — High Performance System for Handrails
Eg-Shel or Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC
2nd coat:   Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC

Boiler Room/Physical Plant/Maintenance Office:

Masonry and Concrete Walls and Ceilings
Eg-Shel Finish 
Primer:  Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat:  ProMar 200 Zero VOC Interior Latex Eg-Shel, B20-2600 series, 0 g/L VOC

Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC
                    *Does not meet SCAQMD
2nd coat:  ProMar 200 Zero VOC Interior Latex Eg-Shel, B20-2600 series, 0 g/L VOC

Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Eg-Shel, K45 series, <150 g/L VOC
                    *Does not meet SCAQMD

Ferrous Metal — Doors, Frames, and Miscellaneous Metals
Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro-Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
           Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC 
               *Does not meet SCAQMD
2nd coat:  Pro-Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
           Or *Pro Industrial Pre-Catalyzed Water-Based Epoxy Semi-Gloss, K46 series, <150 g/L VOC 
               *Does not meet SCAQMD

Ferrous Metal — High Performance System for Handrails
Eg-Shel or Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Primer, B66-310 series, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC
2nd coat:  Pro Industrial Zero VOC Water-Based Epoxy Eg-Shel, B73-360 series or Gloss, B73-300 series, 0 g/L VOC
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Commercial Facility Exterior Paint Schedule
Specifier Notes — Topcoats:

a.  A-100 Exterior Latex — A 100% acrylic formula that offers a durable, professional quality coating available in a 
flat, satin, and gloss line of finishes.

b.  Loxon XP Zero VOC — A high build exterior masonry coating that can be applied to fresh concrete and masonry 
surfaces, saving you time and labor and accelerating construction schedules. It is highly alkali and efflorescent resistant. 
Two finish coats applied at proper thicknesses provide a waterproofing system.

c.  Water-Based Acrolon 100 Urethane — A two-component, less than 100 g/L VOC, water-based, acrylic urethane 
enamel. It is designed for high performance protection with outstanding exterior gloss and color retention properties.

d.  Pro Industrial Zero VOC Acrylic — A single-component, light industrial, 100% acrylic coating that flows and levels 
to a silky smooth finish.  Available in a satin, semi-gloss, and gloss line of finishes.

e.  Ultracrete Textured Masonry Topcoat — A 100% acrylic aggregate filled coating used to produce a textured finish 
on exterior surfaces.

Recommended Finishes:

Walls: Flat or Satin (unless otherwise noted)    
Trim: Semi-gloss or Gloss Finish (unless otherwise noted)

Miscellaneous Notes:

a. For previously painted substrates, most times the primer can be eliminated and then finished 
    with 1 or 2 coats. When loose or peeling paint is evident or surfaces have a gloss 
     finish, contact your AAE for specific  preparation and finishing instructions.
b. This schedule is not inclusive of all SW products; other products and finishes are available.
c.  For questions and assistance, contact your local Architectural Account Executive.

Concrete Floors — Pigmented:

Light Duty (Foot Traffic)
1st coat:  ArmorSeal Tread-Plex WB Acrylic Coating, <100 g/L VOC

(Colors – Standard Chart and Many Tinted Colors Available)
2nd coat:  ArmorSeal Tread-Plex WB Acrylic Coating, <100 g/L VOC

(Colors – Standard Chart and Many Tinted Colors Available)

Medium/Heavy Duty (Kitchen Areas, Mechanical Rooms, Boiler Rooms)
SW/General Polymers FasTop S Urethane Slurry System
Or SW/General Polymers Trafficote #105
Note: FasTop S (Urethane Slurry) provides extreme tolerance to substrate moisture, rapid return to service and 
long-lasting performance. Combines waterbased urethane resins with cement and unique aggregates for tough 
environments. Designed for fast installation, quick return to service and long-lasting performance.

Note: Trafficote #105 is a high build (1/16" –1/8") chemical resistant protective self-leveling system which utilizes 
high solids binder resins and selected aggregates to produce a resin-rich material that is easily applied with a 
v-notched trowel or squeegee.

Medium/Heavy Duty (Food Service, Restrooms, Labs, Corridors)
SW/General Polymers Trafficote #105 
Note: Trafficote #105 is a high build (1/16" –1/8") chemical resistant protective self-leveling system which utilizes 
high solids binder resins and selected aggregates to produce a resin-rich material that is easily applied with a 
v-notched trowel or squeegee.

Concrete Floors — Decorative:
Light/Medium (Kitchen Areas)

  SW/General Polymer FasTop Ceramic Carpet
                    Or SW/General Polymer Ceramic Carpet #400  
                    Or SW Armorseal ArmorQuartz System
Note:  Decorative Coatings are not recommended for use in areas subject to temperatures exceeding
160 degrees F in service.

Note: Ceramic Carpet #400 is a unique decorative look with extreme durability.  This system blends colored quartz 
with clear resin for a truly unique style, available in a variety of color blends. Its looks are balanced with tough 
durability, extreme chemical resistance and stain resistance to allow for the highest level of sanitation.

Note: FasTop Ceramic Carpet combines the extreme tolerance to substrate moisture, rapid return to service and 
long-lasting performance of a urethane slurry system with the decorative look of a blended color quartz system.

Medium/Heavy Duty (Food Service, Restrooms, Corridors)
SW/General Polymers Decorative Mosaic
Or SW/General Polymers Ceramic Carpet #400
Or SW/General Polymers Epoxy Terrazzo #1100

Note: Decorative Mosaic is a high gloss, resilient, mosaic pattern floor covering that incorporates vinyl chips in an 
epoxy base. These chips are sealed with a clear coat of an abrasion-resistant, water-based polyurethane chemical-
resistant epoxy that provides a tough-wearing surface.

Note: Ceramic Carpet #400 is a unique decorative look with extreme durability. This system blends colored quartz
 with clear resin for a truly unique style, available in a variety of color blends. Its looks are balanced with tough 

durability, extreme chemical resistance and stain resistance to allow for the highest level of sanitation.

Note: Epoxy Terrazzo #1100 is a thin-set terrazzo comprised of an epoxy matrix used to bond the flooring to the 
substrate, as well as bond a variety of aggregates to the floor.  The design of the floor can mix and match limitless 
terrazzo matrix colors and aggregate selections to complete this unique flooring surface, customized for each 
installation.
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Exterior Concrete/Masonry Areas (Smooth):

Flat Finish 
Primer:  Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat:  A-100 Exterior Latex Flat, A6 series, <50 g/L VOC  
2nd coat:  A-100 Exterior Latex Flat, A6 series, <50 g/L VOC           

Satin Finish
Primer:  Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat:  A-100 Exterior Latex Satin, A82 series, <50 g/L VOC
2nd coat:  A-100 Exterior Latex Satin, A82 series, <50 g/L VOC      
                          
Textured Finish
Primer:  Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat:  Ultracrete Textured Masonry Topcoat Fine, A44W801, Medium A44W811, Extra Coarse, A44W821,

All textured finishes <50 g/L VOC  
2nd coat: Ultracrete Textured Masonry Topcoat Fine, A44W801, Medium A44W811, Extra Coarse, A44W821,

All textured finishes <50 g/L VOC  
       
High Build Flat Finish (Waterproofing) — Zero VOC System
Primer:  Loxon XP Zero VOC Exterior Waterproofing System, A24 series, 0 g/L VOC
1st coat:  Loxon XP Zero VOC Exterior Waterproofing System, A24 series, 0 g/L VOC

Exterior CMU & Block Areas (Porous):

Flat Finish 
Filler:  Loxon Block Surfacer, A24W200, <100 g/L VOC   
1st coat:  A-100 Exterior Latex Flat, A6 series, <50 g/L VOC  
2nd coat:  A-100 Exterior Latex Flat, A6 series, <50 g/L VOC    

Satin Finish
Filler:  Loxon Block Surfacer, A24W200, <100 g/L VOC
1st coat:  A-100 Exterior Latex Satin, A82 series, <50 g/L VOC 
2nd coat:  A-100 Exterior Latex Satin, A82 series, <50 g/L VOC        
             
High Build Flat Finish (Waterproofing) — Zero VOC Topcoat
Filler:  Loxon Block Surfacer, A24W200, <100 g/L VOC
1st coat:  Loxon XP Zero VOC Exterior Waterproofing System, A24 series, 0 g/L VOC 
2nd coat:  Loxon XP Zero VOC Exterior Waterproofing System, A24 series, 0 g/L VOC
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Exterior Ferrous Metals:

Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Metal Primer, B66-310, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
2nd coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC
                
High Performance System — Canopies and Handrails
Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Metal Primer, B66-310, <100 g/L VOC              
1st coat:  Water-Based Acrolon 100 Polyurethane Gloss, B65-700 series, <100 g/L VOC
2nd coat:  Water-Based Acrolon 100 Polyurethane Gloss, B65-700 series, <100 g/L VOC

Exterior Galvanized & Aluminum Metals:

Semi-Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Metal Primer, B66-310, <100 g/L VOC
1st coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC    
2nd coat:  Pro Industrial Zero VOC Acrylic Semi-Gloss, B66-650 series, 0 g/L VOC             

High Performance System — Canopies and Handrails
Gloss Finish
Primer:  Pro Industrial Pro-Cryl Universal Metal Primer, B66-310, <100 g/L VOC              
1st coat:  Water-Based Acrolon 100 Polyurethane Gloss, B65-700 series, <100 g/L VOC
2nd coat:  Water-Based Acrolon 100 Polyurethane Gloss, B65-700 series, <100 g/L VOC

Exterior Wood:

Satin Finish
Primer:  Exterior Latex Wood Primer, B42W8041, <100 g/L VOC
1st coat:  A-100 Exterior Latex Satin, A82 series, <50 g/L VOC
2nd coat:  A-100 Exterior Latex Satin, A82 series, <50 g/L VOC
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Exterior Plaster/Stucco/EIFS:
Flat Finish 
Primer:  Loxon Concrete & Masonry Primer, A24W8300, <100 g/L VOC
1st coat:  A-100 Exterior Latex Flat, A6 series, <50 g/L VOC 
2nd coat:  A-100 Exterior Latex Flat, A6 series, <50 g/L VOC          

Satin Finish
Primer:  Loxon Concrete & Masonry Primer, A24W8300 series, <100 g/L VOC
1st coat:  A-100 Exterior Latex Satin, A82 series, <50 g/L VOC
2nd coat:  A-100 Exterior Latex Satin, A82 series, <50 g/L VOC

High Build Flat Finish (Waterproofing) — Zero VOC System
Primer:  Loxon XP Zero VOC Waterproofing Coating, A24 series, 0 g/L VOC
1st coat:  Loxon XP Zero VOC Waterproofing Coating, A24 series, 0 g/L VOC

— Page 17



©2012 The Sherwin-Williams Company


